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Our mission is to make the best use of recognized latest technologies, not just novelties, but to

offer better solutions to help save energy.
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NEW LED PRODUCT

TROFFER, STRIP LED LIGHTING FIXTURE

OLC034 OLC034
Description Innovative energy saving recessed LED commercial troffer lighting fixture, complete with 4 strips of LEDs, reflectors,
framed and hinged diffuser, and integrated driver
Application Ceiling grid recess mount at offices, and commerial areas
Lamp 48 x 1W power LED
Color Temperature Available in 3500K warm white, and 5000K cool white
Life Expectancy LED modules are 50,000 hours min.
Material Cold-rolled steel housing, polycarbonate diffuser, anodized aluminum reflector
Finish White powder coated enclosure, embossed clear diffuser

Listing CE listed; UL cUL listing pending

Dimensions
Model # Description Lamp

Color Temperature ~ Output Operation
L W H ke i

12vDe,
273" 48 % 1W Power LED | 3500K;5000K | 3,333Lm | 90~260VAC50Hz/60 Hz
integrated driver

OLC034 | 2x2ftLED troffer

Description
Application

Lamp

Color Temperature
Life Expectancy
Material

Finish

Listing

Model #

UC1220
uc2121
UC3322

NEW LED PRODUCT

UNDER-CABINET, and UNDERWATER LED LIGHT

) uc3322
uc2121

) = o=

Innovative energy saving, extra low profile, light-weight under-counter light bar

Easy mounting with clip brackets, plus linkable cord makes lighting design greater flexibility
Power LED works with 12V AC/DC or 120V constant current, LED driver included
Available in 3500K warm white, and 5000K cool white

LED modules are 50,000 hours min.

Extruded aluminum enclosure, molded acrylic lens, polymeric end-caps

Anodized aluminum enclosure, clear lens

T Dimensions
Description Lamp
N RWE e

Color Temperature Operation
4 x 1W Power LED 120-6350A driver, wall plug-in

120-12700A driver, wall plug-in
12 x 1W Power LED

STD24112
Description Innovative energy saving LED strip lighting fixture
Application Ceiling surface mount, or ceiling suspended mount at offices, and commerial areas
Lamp Power LED works with 12V AC/DC, or 120V constant current, LED driver included
Color Temperature Available in 3500K warm white, and 5000K cool white
Life Expectancy LED modules are 50,000 hours min.
Listing CE listed; UL cUL listing pending
. Dimensions .

Model # Description N Lamp Color Temperature  Output Operation

0V 50Hz or 60 Hz

12 x 1W Power LE|
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Description
Application

Lamp

Color Temperature
Life Expectancy
Finish

Listing

Model #

ODG008
ODG008-120

0ODG008

Innovative LED underwater lighting fixture, gasketed and sealed, complete with 25 ft cable, and external driver
Water tight design suitable for garden illumination, or underwater

6 x 1 W power LED works with 12V AC/DC or 120V constant current

Available in 3500K warm white, and 7000K cool white

LED modules are 50,000 hours min.

Stainless steel

Drivers are UL cUL listed, or UL recognized

Description Diersions q Lamp

Color Temperature Operation
L W

| 12VACIDC, external driver
120V AC, external driver

LED Underwater light ‘ 6"



HIGH BAY

T8/T5 HO FLUORESCENT

Description

Construction
Application
Lamp
Material
Finish
Listing

Model #

0LCOo35 |
0LC036 |

0oLc037 |
oLC038

04

OLCO35

Fluorescent industrial high bay

Riverted steel structure, w/aluminum reflector, and twin service access doors with knurled screws for tool-less entry to
expose ballast. Optional wire guard looped w/aircraft cables

Surface, or ceiling suspended mount, industrial and commercial warehouse, sports centre

T8/ T5 high output fluorescent tubes not included

Die-formed cold-rolled steel enclosure, die-formed anodized aluminum reflector (choice of 86% and 95% reflectance),
steel air-craft cable

White powder coated, check with maker for other color choices

‘I.ISTEIJ c

Dimensions
L w H
46-1/g" ~ 6x54W HO T5

1/g"
A6y 11" U 120V, UNIV, or 347V AC 60Hz

Lamp Operation

46-/s" 4x54W HO T5

48-1s" 4 x32W T8

Description

Construction

Application

Lamp

Material

Finish

Listing

Model #

OLCO06 | 481" 6x32W T8

oLco07 | 466"

e [ 4x2w T8

HIGH BAY

T8/T5 HO FLUORESCENT

Fluorescent industrial high bay

Steel structure, w/aluminum reflector, and twin service access doors with knurled screws for tool-less entry to expose
ballast. Optional wire guard looped w/aircraft cables

Surface, or ceiling suspended mount, industrial and commercial warehouse, sports centre

T8 /T5 high output fluorescent tubes not included

Die-formed cold-rolled steel enclosure, anodized aluminum reflector (choice of 86% and 95% reflectance), steel
air-craft cable

White powder coated, check with maker for other color choices
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Dimensions
L w
46-%16" [ | 4x54WHO T5

Lamp Operation

6x54WHO T5 120V, UNIV, or 347V AC 60Hz
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SHOPLIGHT

T8 and T12 FLUORESCENT

Description
Construction
Application
Lamp
Material

Finish

Listing

Model #

06

| $L002
T8/ T12 fluorescent industrial and commercial shoplight, w/power cord and 3-pin plug
Steel structure. Optional wire guard
Surface, ceiling suspended mount, suitable for shop, corridor
T8/ T12 fluorescent tubes not included
y . Description
Roll-formed cold-rolled steel channel, die-formed cold-rolled steel end caps and flange kits
White powder coated, check with maker for other color choices Sopdcation
Lamp
Material
@ (@
Finish
Dimensions. 3 o
am peration Optional isti
L norm. w H i plional Listing
Model #

2x 32W T8; 2 x 40W T12 120V AC 60Hz

. wire guard
3" | 3x32W T8;3x40W T12 wire guard

SIDE MOUNT STRIP / BATTEN LIGHT

T8 FLUORESCENT

STB24317

T8 fluorescent 1- to 3- lamp industrial and commercial strip / batten light
Side mount, suitable for shop, corridor

T8 fluorescent tubes not included

Roll-formed cold-rolled steel enclosure, die-formed cold-rolled steel end caps

White powder coated channel and end caps, check with maker for other colors

LISTED B@

Dimensions

Lamp Operation
L norm. w H

3x17TW T8 120V AC 60Hz




STRIP / BATTEN LIGHT

T8 and T12 FLUORESCENT

STR48232

Description
Application
Lamp
Material
Finish

Optional

Listing

Model #

STR24117 |
STR36125
STRA8132|
$TR96232

STR96159

STR24217

sTR36225 |
STRA8232|
STR96432|
sTR96259
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STR96259

T8 industrial and ial stri light

Ceiling surface, or ceiling suspended mount, tandem linkable, suitable for shop, classroom

T8/T12 fluorescent tubes not included

Roll-formed cold-rolled steel channel, die-formed cold-rolled steel end caps
White powder coated back plate, check with maker for other colors

Check with maker for linking possibility

LISTED C

Dimensions

L norm. w H

24|

36" |

48" 234"

o0 T8
2x17TW T8

3% | 2x25W T8;2x 30W T12

‘ 2x 32W T8; 2 x 40W T12

o6 4x32W T8 ;4 x 40W T12

STF34121

STRIP / BATTEN LIGHT

T5/T5HO FLUORESCENT

¥
Lz VE

STF34221

Application
Lamp
Material
Finish

Optional

Listing

Model #

Operation

STF22124
STF22214]
$TF22224)
STF34121
STFa4139)

srrsaz21]
STF34239)|

120V AC 60Hz

STF46254]

T5 industrial and i i light

Ceiling surface, or ceiling suspended mount suitable for shop, corridor
T5/T5 high output fluorescent tubes not included

Roll-formed cold-rolled steel channel, die-formed cold-rolled steel end caps
White powder coated back plate, check with maker for other colors

Check with maker for linking possibility

LISTED C

Dimensions .
Lamp Operation

i 1x24WHO T5
29" e
2-%g"
2X24WHO T5

11 »
e g | X SSWIHORTSE ) 120V AC 60Hz
o 2x2W T
2X39WHO 5
1X28W 5
1x54WHO T5
2x28W 5

2x54WHO T5 |
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WRAPAROUND DESIGNER WRAPAROUND

T8 FLUORESCENT T8 FLUORESCENT

WRNOO5

WRD002

WRNO02

WRD004

Description T8 fluorescent commercial wraparound
Application Ceiling flush mount, suitable for classroom, office Y Description T8 fluorescent commercial designer wraparound

Lamp T8 fluorescent tubes not included Application Ceiling flush mount, suitable for classroom, office

Material Thermoformed UV-resistant prismatic acrylic diffuser, die-formed cold-rolled steel back plate and end plates Lemp T8 fluorescent tubes not included
Finish White powder coated or electroplated satin nickel end plates, white powder coated back plate, check with maker for other Matelal Thermo-formed or extruded acrylic lens, die-formed cold-rolled steel back plate and side plates
colors Finish Powder coated, or electroplated satin nickel side plates, white powder coated back plate, check with maker for other
colors
Eiating LISTEII c
Listing @ LISTED €
Dimensions. -
Model # Lamp Operation 3 7
L w Dimensions )
Model # Lamp Operation

2x17TW T8

o
Zl 2x32W T8

2x1W T8 |

203 T8
|
|

2x17W T8 120V, UNIV, or 347V AC 60Hz
2x32W T8
WRNOO5| 49 124" ¥ 4x32W T8

120V, UNIV, or 347V AC 60Hz

5/
2-fg 2x1TW T8

2x32W T8




RECESSED TROFFER

T8/T12 FLUORESCENT

Description
Application
Lamp

Material
Finish

Listing

Model #

oLcoo |
oLcoo2 |
oLCo09 |
oLco10

OLCOo01

OLC020
T8/ T12 recessed fluorescent commercial troffer light fixture

Ceiling grid recess mount, lensed or louvered, suitable for classroom and office

T8/ T12 fluorescent tubes not included

Framed and hinged UV-resistant prismatic acrylic diffuser, or die-formed parabolic aluminum louver, die-formed cold-rolled
steel housing

White powder coated back plate, check with maker for other colors

@ LISTED C

Dimensions. . .
Lamp. Operation Optional

Lnorm. W norm. H

48" 4 x32W T8; 4 x 40W
4 x1TW T8; 4 x 20W
2x1TW T8; 2 x 20W
2x32W T8; 2 x 40W
4 x 32W T8; 4 x 40W
4x17TW T8;4 x 20W
2x17W T8; 2 x 20W
2x32W T8; 2 x 40W

24" lensed

NIV, or 347V AC 60Hz

Application
Lamp
Material

Finish

Listing

Model #

| CLNooT
CLN002

| cLNo03
S|

CLNO06

CEILING LIGHT

T8/T12 FLUORESCENT CLOUD

I CLNO03

CLNO0D4

>

CLNOO2 CLN006

CLNOO1

Ceiling flush mount, suitable for classroom, office

T8/T12 fluorescent tubes not included

Tl UV-resistant acrylic lens, die-formed cold-rolled steel back plate

Matt or gloss opal white lens, white powder coated back plate, check with maker for other colors

QEE Q)

Dimensions )
Lamp Operation

2x32W T8 ;2 x 40W T12
4x32W T84 x40W T12
2x17TW T8 ;2 x 20W T12

4x1TW T8 ;4 x 20W T12

120V AC 60Hz



CEILING LIGHT

CIRCLINE and PLC FLUORESCENT PUFF

CFU0O01
Operation

120V AC 60Hz

Dimensions .
Model # Lamp Operation
L norm. W norm. H

CFU001 1x32W + 1 x 40W Circline T9

CFU002 4x26W PLC
CFU009 1x32W + 1 x40W Circline T9

CFUO10 - 2X26W PLC 120V AC 60Hz

CFU025 ) 1x22 + 1 x32W Circline
Cl

" 1x22W Circline

Description Circline / PLC fluorescent puff ceiling light
Application Ceiling flush mount, suitable for classroom, office, corridor, living room
Lamp Circline / PLC
Material Thermoformed UV-resistant acrylic lens, die-formed cold-rolled steel back plate
Operation Finish Matt or gloss opal white lens, white powder coated back plate, check with maker for other colors

Listing usrzn n

120V AC 60Hz










































